Anleitung fur elektrische
Brennstempel Serien ALK,
HLP und S sowie ALK-
Schweil3kolben

» Diese Anleitung ist Bestandteil des Werk-
zeugs und vor der Verwendung zu lesen.

- Bei einer Weitergabe des Werkzeugs ist
diese Anleitung mitzugeben.

» Die Anleitung ist Teil des Produkts und
muss griffbereit in der Nahe des Gerats
aufbewahrt werden.

Bestimmungsgemale Anwendung
der ALK-Werkzeuge

Die Brennstempel der Serien ALK, HLP und
S dienen zur permanenten Markierung von
verschiedenen Materialien wie Holz, Kunst-
stoff, Leder oder Karton. Die ALK Schweil3-
kolben dienen zum Trennen oder
Verschweilen von Materialien, beispiels-
weise fur FulRbodenbelage, fiir Schaumstoff
oder auch zum Formenschnitt im Modellbau.
Die ALK-Werkzeuge sind nur fir diesen
jeweiligen Zweck zu verwenden.

Die ALK-Werkzeuge durfen nicht zum Erhit-
zen von Flussigkeiten verwendet werden.

Allgemeine Sicherheitshinweise

» Brennstempel und Schweil3kolben sind
Werkzeuge flir den professionellen Ein-
satz.

« Kinder oder Personen, die aufgrund ihrer
geistigen Fahigkeiten nicht in der Lage
sind, ein Werkzeug zu benutzen, diirfen
die ALK-Werkzeuge nicht benutzen und
sind vom Arbeitsbereich fern zu halten.

*  Werkzeug nicht am Kabel tragen oder
aufhangen.

»  Werkzeug nicht in nasser oder feuchter
Umgebung (z. B. im Freien bei Regen)
benutzen.

« Explosionsgefahr: Werkzeug nicht in
Bereichen mit explosionsgefahrdeter
Umgebung benutzen, z. B. in der Nahe

von leicht entziindlichen Stoffen, Staub
oder Gasen.

= Brennstempel nicht ohne ordnungsge-
malf eingesetzte Brennplatte nutzen.

= Defekte Werkzeuge dirfen nicht in
Betrieb genommen werden und sind
sofort vom Netz zu trennen.

« Fudrden Einsatz in Industriebetrieben sind
die entsprechenden gesetzlichen Bestim-
mungen zur Unfallverhitung zu beach-
ten.

» Die Werkzeuge sind fiir Lebensmittel
nicht geeignet.

« Die Werkzeuge sind nicht fur den Dauer-
betrieb ausgelegt.

Bedienung

GEFAHR: Stromschlaggefahr!

& Werkzeug nicht benutzen, wenn

Kabel, Griff oder Kolben bescha-
digt sind. Nur an eine ordnungsge-
maf geerdete Steckdose
anschliel3en, die den auf dem
Werkzeug angegebenen Techni-
schen Daten entspricht.

1. Werkzeug auf einer stabilen, nicht brenn-
baren Unterlage ablegen und Netzste-
cker in eine den Technischen Daten
entsprechende Steckdose stecken.

Die Unterlage darf das Werkzeug nicht

beschadigen und muss eine ausreichende

Beluftung zulassen, damit das Werkzeug

nicht Uberhitzt.

WARNUNG: Gefahr schwerer
A Brandverletzungen
Die metallischen Teile des Werk-

zeugs werden bis zu 400 °C heil3.

Nur an den dafiir vorgesehenen

Griffen anfassen.
Das Gerat heizt sich in 20 Min. auf Betriebs-
temperatur auf. Nach Erreichen der
Betriebstemperatur kénnen Sie mit dem
Arbeiten beginnen.
Wollen Sie mit einer niedrigeren Betriebs-
temperatur arbeiten, z. B. um die Markie-
rung vorm Verbrennen (Holz) oder
Zerschmelzen (Plastik) zu schitzen, ver-
wenden Sie den von uns angebotenen Lei-
stungsregler (Art.Nr. 9515 Powerregulator).
Dieser wird einfach zwischen Brennstempel
und Steckdose geschaltet, so dass sich die

Warme Uber einen manuellen Regler steu-
ern lasst.

WARNUNG: Brandgefahr!
A Werkzeug nicht wesentlich langer
als angegeben auf das Werkstiick

halten.

2. Driicken Sie das Werkzeug fir ca.

3 Sekunden gleichmaRig auf das zu mar-
kierende Werkstlck.

Hinweis: Diese Angabe gilt fiir Werkstlicke
aus Holz. Bei anderen Materialien
zunachst Probestlicke erstellen,
um die geeigneten Zeiten zu ermit-
teln.

WARNUNG: Gefahr durch giftige
Déampfe!

Beim Arbeiten an Kunststoffen auf
gute Bellftung achten und ggf.
Schutzmaske tragen.

Wahrend des Betriebs zu beachten:

» Die Werkzeuge durfen vom Beginn des
Aufheizens bis zur vollstandigen Abkuh-
lung nicht unbeaufsichtigt gelassen wer-
den und dirfen in dieser Zeit nicht auf
brennbaren Materialien abgelegt werden.

 Bei jeder Arbeitspause den Netzstecker
ziehen, um eine Uberhitzung des Werk-
zeugs zu vermeiden.

Hinweis zum Gebrauch

« Stempel plan aufsetzen
Entscheidend ist nicht der ausgetlbte
Druck, sondern ein guter Kontakt zwi-
schen Stempel und Material.

Nach dem Gebrauch

1. Werkzeug auf einer stabilen, hitzebestan-
digen Unterlage ablegen.

Hinweis: Ziehen Sie beim Ziehen des Netz-

steckers aus der Steckdose immer -

am Stecker, nicht am Kabel.
2. Netzstecker aus der Steckdose ziehen.
3. Werkzeug auf der feuerfesten Unterlage
abkiihlen lassen. Abkihlzeit min. 60
Minuten
4. Werkzeug erst nach dem vollstandigen
Abkuhlen lagern oder transportieren.
Hinweis: Werkzeug nicht zum beschleunig-
ten Abklhlen in Wasser oder
andere Flussigkeiten tauchen.

Reinigung

WARNUNG: Gefahr schwerer
A Brandverletzungen
Vor einer Reinigung immer den

Netzstecker ziehen und das Werk-
zeug abkihlen lassen.

Sie kénnen die Brennplatte reinigen, indem

Sie sie in warmem Zustand mit einer Kunst-

stoffbirste aus Nylon ausbursten.

Hinweis: Die Reinigung mit einer Stahl-
oder Messingblrste fiihrt zu einer
irreparablen Zerstorung des Stem-
pels.

Entsorgung
Die Entsorgung des Werkzeugs muss nach

den national geltenden Vorschriften fur Elek-
trowerkzeuge erfolgen.

Veranderungen

Eigenméchtige Umbauten, Veranderungen,
das Offnen des Werkzeugs oder Reparatu-
ren aulRer dem Austausch der Brennplatten
sind aus Sicherheitsgriinden nicht gestattet
und fihren zum Ausschluss jeglicher Haf-
tung. Im Reparaturfall wenden Sie sich bitte
an den Hersteller.
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Operating instructions for
electrical ALK, HLP and S-
series branding irons and
ALK soldering irons

« These operating instructions are part of
the tool and must be read before using it.

« If the tool is passed on to other parties,
these operating instructions must be
handed over with it.

« These operating instructions are part of
the product and must be kept with the
device and must be readily available.

Proper use of the ALK tools

ALK, HLP and S-series branding irons are
used to permanently brand a variety of mate-
rials such as wood, plastic, leather or card-
board. ALK soldering irons are used to
separate or weld materials, for example, for
flooring surfaces and foam and also for cut-
ting shapes in model making. ALK tools are
to be used only for these respective pur-
poses.

ALK tools must not be used to heat fluids.

General safety notes

« Branding irons and soldering irons are
tools for professional use.

= Children and persons that are incapable
of using the tool due to their intellectual

" capacity are not permitted to use ALK

tools and must be kept away from the
work area.

» Never use the cable to carry or hang the
tool.

* Do not use the tool in a wet or damp envi-
ronment (e.g. outdoors when it is raining).

+ Risk of explosion: Do not use the tool in
areas with a potentially explosive environ-
ment, such as in the vicinity of highly flam-
mable substances, dust or gases.

» Do not use the branding iron without a
properly installed branding plate.

» Defective tools must not be put into oper-
ation and must be disconnected from the
power supply immediately.

» When using the tools in industrial facili-
ties, the relevant legal regulations for the
prevention of accidents must be
observed.

« The tools are not suitable for food prod-
ucts.

* The tools are not designed for continuous
operation.

Operating the machine

DANGER: Risk of electric shock!
& Do not use the tool if the cable,
handle or piston is damaged. Con-
nect the tool only to a properly
earthed power outlet that corre-

sponds to the technical data speci-
fied on the tool.

1. Place the tool on a stable, non-flammable
base surface and connect the power plug
to a power outlet that corresponds to the
technical data.

The base surface must not damage the tool
and must be sufficiently ventilated to ensure
that the tool does not overheat.

WARNING: Danger of severe burn
A injuries
The metallic parts of the tool reach
a heat of up to 400° C.
Handle the tool only on the desig-
nated grips.

The device heats up to the operating temper-
ature within 20 minutes. Once the operating
temperature is reached, you can begin the
task.

If you want to work with a lower operating
temperature, for example, to protect the
branding from burning (wood) or melting
(plastic), use the power regulator from our
range (part no. 9515, power regulator). This
is simply connected between the branding
iron and power outlet so that the heat can be
regulated using a manual regulator.

WARNING: Risk of fire!

& Do not keep the tool on the work-
piece for a significantly longer
period than specified.

2. Steadily press the tool onto the workpiece
to be branded for approximately 3 sec-
onds.

Notice: This specification applies to work-
pieces made from wood. For other
materials, create test pieces first to
determine the appropriate times.

i WARNING: Danger due to toxic

%{‘ fumes!

i When working on plastics, ensure
that the area is well ventilated and
wear a protective mask as
required.

To be noted during operation:

* The tools must not be left unattended
from the start of the heating-up process
until they have cooled down completely
and must not be stored on flammable
materials in this time.

* During each break in work, remove the
power plug to prevent the tool from over-
heating.

Note on use

» Apply the stamp evenly
Good contact between the stamp and
material is the decisive factor here, not
the pressure applied.

After use

1. Place the tool on a stable, heat-resistant
base surface.

Notice: When disconnecting the power
plug from the power outlet, always
pull the plug, not the cable.

2. Remove the power plug from the power

outlet.

3. Leave the tool to cool on a fire-resistant
base surface. The minimum cooling time
is 60 minutes.

4. Do not store or transport the tool until it is
cooled down completely.

Notice: Do notimmerse the tool in water or

other fluids to cool it down more
quickly.

Cleaning

WARNING: Danger of severe burn
& injuries

Before cleaning, always disconnect
the mains plug and leave the tool to
cool.

You can clean the branding plate by brush-

ing it off with a nylon plastic brush while it is

warm.

Notice: Cleaning it with a steel or brass
brush leads to irreparable damage
to the stamp.

Disposal

The tool must be disposed of in accordance
with the applicable national regulations for
electrical tools.

Changes

Unauthorised changes, modifications or
repairs to the tool (apart from replacing the
branding plate) or opening the tool are not
permitted for safety reasons and lead to the
exclusion of any liability. If the tool requires
repair, contact the manufacturer.
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